
hanit®  
BOARD PROFILE
Standard, reinforced

Material:

hanit® Recycled Plastic

Profile measurements:

4.2 x 12 x 250 cm

Surface:

Structured, grained

Version:

Rectangular

Internal steel reinforcement 20 x 
50 x 2 mm

Advantages:

High load capacity even for wide 
spans

Splinter-free

Rot-free

Note for all board profiles:

While mounting, please pay atten-
tion to  themperature-dependent 
length deviations (up to +/- 1.5%) 
and enquire about the maximum 
span width. 

The perfect profile for your unique fence construction project. Regardless 
of whether it’s a pasture fence, pathway or railing, weathering is no longer 
an issue. There is also no risk of animals chewing, injury due to splinters, or 
health hazards due to chemically treated materials. The boards are strong, 
rot resistant, and break-proof as well as extremely long-lasting.
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4.2 x 12.0 cm

Colour Length  
(cm)

Weight 
(approx. kg)

Order No Qty/Pal Weight/Pal 
(approx. kg)

Dimensions/Pal 
(cm)

■ Grey 250.0 14.2 BGE 4212 250 60 900 250 x 80 x 56

■ Brown 250.0 14.2 BBE 4212 250 60 900 250 x 80 x 56

TECHNICAL DATA

 » General Product Remarks

 » Tender Specification

 » General Processing Guidelines 

FURTHER DOCUMENTS PLEASE SEE WWW.HANIT.DE

Packaging units are intended for information only. Products exceeding 200 cm in length are packed on double pallets.

HAHN Kunststoffe GmbH, Gebäude 1027, DE 55483 Hahn-Flughafen

  +49 (0) 65 43 / 98 86-0      +49 (0) 65 43 / 98 86-99      export@hahnkunststoffe.de      www.hanit.de
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